Topology Optimization of Underwater Acoustic Lenses

Quang Dat Tran¹, Gang-Won Jang¹, Hyu-Sang Kwon², Wan-Ho Cho², Seung-Hyun Cho², Yo-Han Cho³, Hee-Seon Seo³

¹ Sejong University, Republic of Korea
² Korea Research Institute of Standard and Science, Republic of Korea
³ Agency for Defense Development, Republic of Korea

Abstract

In this paper, topology optimization of two-dimensional acoustic lenses for an acoustic camera which is used for underwater acoustic imaging is presented by using the phase field method[1]. The resolution of an acoustic image is increased by maximizing sound pressure at the focal region, which makes the beam pattern larger and narrower on the focal plane. The objective for topology optimization is to maximize the acoustic pressure at a specified point inside the acoustic domain for a given frequency, and the constraint is imposed on the material amount of acoustic lenses. Topology optimization of acoustic lenses are obtained as the steady state of the phase transition described by the Allen-Cahn equation. The finite element method is used to solve the Helmholtz equation modelling the wave propagation in the acoustic domain. The advantage of topology optimization compared to other existing optimization methods when it comes to the lens design problem is that creative lens layouts such as multiple lenses or small lens groups can be obtained through the optimization without carefully selecting the initial layout. The effectiveness of the proposed method is verified by applying it for several two-dimensional acoustic lens system design problems.

Reference: